
Product: Heat shrink gun

Job: Heat shrinking (containment, winter storage, palletising, wrapping)

Users: Professional

Energy: Propane

Description

Compositions

Technical data

Supply pressure (bar) / (psi) 1,5 / 22 2,5 / 36 3,5 / 51 1,5 / 22 2,5 / 36 3,5 / 51
Gas flow rate (kg/h) 1,76 2,47 3,17 2,67 3,73 4,80
Power (kW) 24 34 43 37 52 65

Power (BTU) 83000 117000 137000 127000 179000 224000
LF = Flame length (mm)
HF = Flame width (mm) 150 150 150 150 150 150

Dimensions and weight

Weight (kg)

Length (mm)

Height (mm)

Depth (mm)

Regulator inlet Zone 0 Zone 1 Zone 2 Zone 3 Zone 4 Zone 5 Zone 6

Standard name Shell - G.2 German - G.3 British POL - Italian - G.1 US POL - G.9 Turkish - G8 Russia

EN 13785 A:W21.8x1/14lh A:W21.8x1/14lh A:G5/8lh A:W20x1/14lh A:0.880-14NGOlh A:W21.8x1/14lh A:W21.8x1/14lh

Regulator Cat. No. 693 693R1 693R2 693R3 693R4 693R5 693R6
Rafale 4040 Cat. No. 4040 4040R1 4040R2 4040R3 4040R4 4040R5 4040R6
Rafale 4065 Cat. No. 4065 4065R1 4065R2 4065R3 4065R4 4065R5 4065R6

Labelling

CE1312-type marking

CE certificate No.: 1312BR4450

Spare parts Accessories

Cat. No. 35242Piezo ignition kit Cat. No. 35088 Deflector
Cat. No. 35244Burner kit Cat. No. 35198 Air clip
Cat. No. 35241Hose kit (hose + quick-release coupling) Cat. No. 666 Trolley
Cat. No. 963/10Hose only Cat. No. 18970 Cylinder connection kit
Cat. No. 911 Quick-release coupling only
Cat. No.  35243Hook / Protector / Screw kit

DTP13E - Rafale - Rafale+ - issue A

Gun only (overall)
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www.shrink-wrapping.express - info@shrink-wrapping.express

IMPORTANT: Read the user manual before use - For use only in sufficiently well ventilated rooms.

Rafale Cat. No. 4040 Rafale+ Cat. No. 4065

260 325

120 120

40 kW Rafale in case (packaged) 65 kW Rafale in case (packaged)

75

1,2 4,84,65

460 460

GUILBERT EXPRESS reserves the right to change product characteristics without prior notice. Actual products may differ from photographs

350

RAFALE Cat. No. 4040

• 40 kW gun

• 10 m hose ISO 3821

• Quick-release coupling

• Safety regulator

• Gloves

• Manual

• Carrying case

RAFALE+ Cat. No. 4065

• 65 kW gun

• 10 m hose ISO 3821

• Quick-release coupling

• Safety regulator

• Gloves

• Manual

• Carrying case

• Deflector

Gun 

• Synchronised ignition.

• Warm nozzle with protective steel rods for the grill.

• All-metal burner which is detachable and swivels 

360°.

• Foldaway hanging hook.

• Stainless outlet section.

Safety regulator Cat. No. 693

• Adjustable from 1.5 to 3.5 bar

• Automatic gas cut-off in the event of hose rupture.

• Automatic gas cut-off in the event of excessive 

flow.

• Reset push button.

• Inlet: propane cylinder / Outlet: nut and 3/8" left-

hand thread connector.

Complete hose system

• 10 m rubber hose, ISO 3821, int. Ø 6.3 mm.

• Connection to regulator via 3/8"left-hand thread 

connector.

• Connection to gun via quick-release swivel 

connector.

Carrying/storage case

• Gun dismantling spanner.

• Protective gloves

• Deflector for guard (4065 ONLY)
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RAFALE / RAFALE+

Cat. No. 4040 / 4065

Product technical data sheet

"Flat" flame type

Type C


