
GUILBERT EXPRESS Created
33 avenue du Maréchal de Lattre de Tassigny Modified
F-94127 Fontenay-sous-Bois Cedex Issue
Tel: +33 (0)825 800 251 - Fax: +33 (0)825 800 238

Cat. No.
Name:

Product: Roofer's pack
Job: Roofing, industry, etc.
Users: Pro
Energy: Propane

Areas of application 

Description
Cat. No. 150TL400 

Cat. No. 50TL200
Removable burner with fast connector

Cat. No. 620CRA

Cat. No. 963/20S

Cat. No. 684
Fixed 4-bar
Shell inlet
3/8”L outlet

Burner Ø Weight Consumption Consumption Noise level LF ØF
Cat. No. Material mm g g/h kW BTU g/h kW BTU dB(A) mm mm
Cat. No. 150T Titanium 70 122 5430 75 256000 10860 150 512000 96,8 1000 130
Cat. No. 50T Titanium 50 90,5 1960 25 85000 3910 50 171000 97,3 650 110

Spare parts Accessories (not supplied)
Cylindrical seal Cat. No. 1042 Ignition Cat. No. 5460
Nipple with quick-
release coupling Cat. No. 912 Direct union Cat. No. 963/B
Quick-release connector Cat. No. 911 Nipples + collars Cat. No. 963/R
Hoses Cat. No. 963/10 Trolley Cat. No. 666
Regulators Cat. No. 684 Kit of two Fast Front Connector nipples Cat. No. 913CRA

                                                                     GUILBERT EXPRESS reserves the right to change products without prior notice. Actual products may differ from photographs.

Removable burner with fast connector
Interchangeable polyamide base
Fast-connection nipple fitted to burner

A

6223CRA
Titan' Express Roofer's Pack with Fast Front Connector

Unique concept enabling instant changing of burners.
Specially designed for roofers.
Makes it possible to switch from welding flat roof sections, 
in a standing position, to welding raised edges, in a 
kneeling position. All with no tools required, in less than 20 
seconds.

Roofing Industry
Drying Disinfection
Heating

These products are compatible with the Stainless Steel Express and Titan' Express ranges.

                                            IMPORTANT: Read instructions before use

                                     www.guilbert-express.net

Regulator

Burner technical data

Burner Consumption and power
Min.: 1.5 B / 21 psi Max.: 4 B / 58 psi Dim. Flame

Product technical data sheet
6223CRA
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Power Power

3/8”L swivel connector on inlet

ISO 3821-compliant 20 m rubber hose
Internal Ø 6.3 mm
Crimped with 3/8”L connectors

Weed removal
Ground marking Signage

Pilot burner switches to full output with trigger

Snow clearance

150 kW Titanium burner, length 400 mm 

50 kW Titanium burner, length 200 mm 

Interchangeable polyamide base
Fast-connection nipple fitted to burner

Comfortable bi-material handle with Fast Front Connector
Pilot burner adjustment wheel


